CONCRETE VALVE BOX WITH

CHRISTY G-5 OR APPROVED
EQUAL, SEE DETAIL W-3

QS

CAST IRON LID MARKED “ANODE’,

_NOTES: 1.

6" MIN) [V @]
COIL ENOUGH WIRE TO e

EXTEND 2'-0” ABOVE
VALVE BOX

#4 REBAR HOOP

#10 TW SOLID COPPER CABLE

CABLE TO PIPE CONNECTIONS,
SEE STD. DETAIL W-13

3 MIN. OVERLAP

THRUST BLOCK,
SEE DETAIL W-6

ANODE MAY BE INSTALLED HORIZONTALLY
BELOW THE SPRINGLINE OF THE PIPE OR

VERTICALLY WITH 2’0" MIN. COVER.

. PLACE BACKFILL TO 6* ABOVE ANODE

FREE OF LUMPS OR STONES AND FLOOD
WITH WATER.

. LEAVE ENOUGH SLACK IN CABLE TO PRE-
VENT DAMAGE DURING BACKFILL OPERATIONS.

. ENCASE ALL METAL PIPE WITH MIN. 8 MIL

POLYETHYLENE WRAP PER AWWA Cl105.

. INSTALL ANODE NOT LESS THAN 3’-0" NOR

MORE THAN 5-0° FROM PIPE WALL.
— 17 AC

11

™~ /4" STAINLESS STEEL
Al NUT & BOLT

| VALVE

STEEL WATER MAIN

COLD APPLIED GLASS
REINFORCED TAPE

PLAIN CONCRETE SUPPORT PAD

INSULATING FLANGED
JOINT, SEE DETAIL W-16

VALVE BOX EXTEN-
SION (8 DIA), SEE
STD DETAIL W-3

BUILD UP WITH MASTIC TO
' COVER NUTS AND BOLTS

32 LB PREPACKAGED

—] MAGNESIUM ANODE

APPROVED BY
oA, INSULATED OUTLET
DATE
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